C. [bookmark: OLE_LINK6]In standby mode or during heating, press and hold the ENTER key for 3 seconds to enter the background setting system. It can view or modify the working parameters of the temperature and pump. Temperature setting range: T 20-100, default 75, corresponding temperature is about 213°C; O 50-150 pump pulse working speed setting, default 100; U 30-100 pump power supply voltage setting, the corresponding voltage is approximately AC80-220V, default 100. After setting, press the ENTER key for 3 seconds to save and exit.
D. DMX control mode: 2 channel control. After the DMX signal is connected, the LCD displays A001, and A flashes. Channel 1 controls the amount of smoke, that is, the speed of the pump; Channel 2 controls the wind volume.
E. The following two functional perfection modes are supplementary accessories, selected by the customer.
(1) Heating core temperature protection circuit. This system is specially designed to prevent the occurrence of extreme events such as aluminum melt by the long-term heating of the heater due to Silicon Controlled Rectifier breakdown, CPU crash, or humidity and other reasons. The temperature control is precise and the reliability rate reaches more than 99%.
(2) The DMX signal circuit is driven by an independent power supply and is completely isolated from the main control board power supply, which can effectively prevent signal interference, crosstalk and other problems during the use of the equipment.
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Please read this manual carefully before using



PRODUCTS DESCRIPTON

700W haze machine is suitable for small pub to use no matter hanging on or laying on the ground . It’s easy to carry and has complete functions . The spraying angle can be adjusted conveniently. The internal DMX function highly increase the convenience while connecting with other devices . 

TECHNICAL SPECIFICATION 
Power: 700W
Voltage: AC110-240v/50-60hz
Limit current limiting: 250V /5A
Preheating time: 2 minutes
Automatic pigging: standard configuration
Fuel consumption: 1-4ml/min (linear adjustable)
Coverage area: 150 ㎡
Dmx-512: 2 channel
Oil bottle volume: 1.2L
Consumables: high purity smoke oil
Gross weight : 4.9 kg
Packing size : 32*30*27CM

This equipment completely adopts microcomputer intelligent design, automatically detects the temperature, sets the temperature value at any time, and has multiple protection and error reporting methods. 4 channels of independent non-contact control output (heating core, oil pump, fan, air pump). 3 control methods: manual control with panel buttons; wireless remote control, which can remotely switch on and off and adjust the smoke volume; DMX signal control. In any control method, after each time the smoke is stopped, the pump and fan will delay working for 2 minutes and then stop running. 

A. [bookmark: OLE_LINK1][bookmark: OLE_LINK5]There are 4 keys on the digital panel. From left to right, they are the MENU;   the UP key (which is the start button when in standby); the DOWN key (which is the start button for the timing and quantitative function in standby); and confirmation key-ENTER. 
B. Digital surface display:
1. The UP key flashes, indicating that the device is heating up (it will be displayed when it is lower than 80% of the set temperature; and will not be displayed when it is higher than 90%, which means that the device can work, but the device is still continue to heat until it is completely warm (100%))
2. - - - - Flashing, indicating that the device can work, but continues to heat. After the heating is completely completed - - - - will stop and enter standby mode.
3. Pxxx flashes to indicate that the oil pump is working and the equipment is heating the temperature. When the temperature completely reaches the set temperature, Pxxx will stop flashing. 
[bookmark: OLE_LINK2]4. To adjust parameters when spraying: press the menu button, P flashes, then press the UP and DOWN keys to modify the smoke volume; press the menu key again, F flashes, then press the UP and DOWN keys to modify the wind volume. If there is no operation within 2 seconds, the data will be saved and the system will automatically return to the work interface.
[bookmark: OLE_LINK3]5. Press the menu button to display the text description in sequence: A001-512 Address code setting; P001-100 Smoke volume setting; F-01-100 Wind volume setting; D001-999 Timing and quantitative working time setting (unit: seconds); I001 -999 Timing and quantitative gap time setting (unit: seconds); O  ON OFF Oil-free protection function enables or disables the setting. When enabled, the oil pump cannot pump out the fog liquid for 20 seconds, the digital displays OOOO, and all outputs are cut off at the same time. The power needs to be restarted. 
thermocouple open more than 5 seconds error: display OVER flash. While cutting off all the outputs.
6. [bookmark: OLE_LINK4]If the thermocouple is open-circuited for more than 5 seconds: OVER flashes. Cut off all outputs simultaneously.
7. If the thermocouple is short-circuited for more than 5 seconds, or if the temperature has not reached the set temperature after continuous heating for 2 minutes: FAIL flashes which indicates heating failure. Cut off all outputs simultaneously.
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