1. Welcome to use our 1500W haze machine, after receiving a new machine, open the package and check the accessories are complete, if incomplete, please contact your dealer.

2. This haze machine is multi-function control, you can adjust the output, smoke interval, automatic, DMX512, remote control,etc.
3. Connect to the power, turn on the switch, then the machine is on heating state, the LCD screen shows “STR-1500”, preheat about 30 seconds, the display will appear “STR-1500 READY”, then the machine can start to smoke. To set different functions,press the “FUNCTION” button for menu choice. 
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● Operation buttons

FUNCTION :Short press for menu, long press to return the main interface 
▲ : plus

▼ : minus/Timed work (only available on the main interface)

STOP: ON/OFF switch of functions,switch button,

In the main interface, short press to work, long press to show temperature
● Display

Dmx Addr: set up dmx address code,▲▼buttons to adjust,auto save
Fog Volume: set up smoke output,▲▼buttons to adjust,auto save

Fan Volume: set up wind power,▲▼buttons to adjust,auto save
Timer Param: Set up timing and quantification,Press “stop” button to switch,▲▼buttons to adjust,on left parameter is Duration,on right parameter is interval,auto save.
Fan Keep:Power on machine, Fan is open,Press “stop” button to switch,▲▼buttons to adjust,on left parameter is switch control,on right parameter is wind output size,auto save.

Clear: Cleaning time setting (automatic cleaning after work / heating after startup),Press “stop” button to switch,▲▼buttons to adjust,on left parameter is switch control,on right parameter is clearing time.

Remote: switch of remote control,▲▼buttons to be ON/OFF,auto save.

Oil: switch of free oil,▲▼buttons to be ON/OFF,auto save.

Hide: long press “FUNCTION” button on the main interface,password:222, press “STOP”button to enter.

Temp: set up temperature,Press “stop” button to switch,▲▼buttons to adjust,on left parameter is upper temperature limit,on right parameter is lower temperature limit, auto save.
Pump: set up pump parameter,Press “stop” button to switch,▲▼buttons to adjust,on left parameter is interval time( the smaller valve,the bigger smoke volume),on right parameter is duration(the bigger valve,the bigger smoke volume),auto save.

LCD: set up display screen ON or Dormant,,Press “stop” button to switch,▲▼buttons to adjust,on left parameter is shut off or not,on right parameter is how long will be OFF after no operation and back to main page,auto save.

Oil Time: set up oil-free time, generally remains the default,▲▼buttons to adjust,auto save.

Reset: Factory Reset,▲▼buttons to be cancel or confirm,choose confirm,then press “STOP” button that is factory reset.

● DMX512 Channels:

Two channels:

Channel 1: 10-255, smoke output control 1-100%

Channel 2: 10-255,wind output volume control 1-100%

● Remote control:

Rock button: OFF,   Unlock button: ON
● Error code:

Temp error: thermocouple wire is not inserted properly / 

thermocouple wire is disconnected

Heater error: heater wire is not connected properly / heater is damaged

Oil free: no oil protection start (restart to pump oil)
	Technical Parameters

	Voltage
	AC220V~240V 50Hz

	Power
	1500W

	Coverage area
	100 sq.m

	Consumption
	2L/hour

	Machine size
	56*28*26cm

	Package size
	63*35*32cm

	Net Weight
	11kgs

	Gross weight
	12kgs
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Please read this manual carefully before using
