Thank you for having chosen our company’s haze machine. For your own safety, please read this user manual carefully before installing the device. 
When receiving the machine, open the package and check carefully whether the machine is damaged or the accessories are lost, if any problems, please contact the supplier. 

This haze machine doesn’t need to warming up.

Guidance ……………………………………………………■
Step 1 : place the machine on a flat surface and in suitable large area with at least 50cm open space around the machine .

Step 2 : fill the liquid tank with quality oil-based , non-toxic haze oil.

Step 3 : connect the machine to suitable rated power supply. Power cord should be plugged into a grounded electrical outlet. Put the switch to “ON”, The LCD menu will display “Ready to Haze”, mean can emit haze.

Step 4. When working, do not touch the machine and power cord..

Step 5. When long time no use or after use, please disconnect power or unplug the power cord.
setting up DMX control ……………………………………■
Step 1: connect the male connector of the DMX cable to the female connector (output) on the controller.

Step 2: connect the female connector of the DMX cable to the first unit’s male connector (input). 

●Note : once a DMX signal is received , manual mode is deactivated and the buttons TIMER, VOLUME and MANUAL are locked.

Wireless remote control ……………………………………■
	Just A and B button work. 

Press “A”button , it sprays haze.

Press “B”button, it stops to spray haze. 
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About LCD display 




	Button
	Function 

	FUNCTOIN

UP 

DOWN 

TIMER

VOLUME
MANUAL
	Enters the programming mode

Value adjustment upward

Value adjustment downward

Starts the timer controlled operation

Starts or stops all operation

Press and hold for manual haze output


●To navigate the LCD control menu options, use the FUNCTION button to scroll through the various menu options. Then to scroll through a menu options selectable values , use the UP/DOWN buttons .

Control Panel FUNCTION Structure…………………………■
Ready to Haze : means the machine can emit the haze directly.

Interval Set 1-200s : press the button FUNCTION, till it shows Interval set 0s-200s, you can set the interval haze emission timer from 1-200 seconds by the Button UP or DOWN.

Duration Set 1-200s : press the button FUNCTION, till it shows Duration set 0-200s, you can set the continuous haze output from 1-200 seconds by the buttons UP or DOWN.

TIMER : when the interval time and duration time set, press the button  TIMER, the machine starts to work, when press again it stops working. 

DMX 512 ADD 1-512 : press the button MENU,till it shows DMX512 ADD 1-512, you Can set the desired DMX address by the buttons UP or DOWN.

Door sensor : press the button FUNCTION, till it shows Door sensor OFF/ON . you can set OFF/ON by the Button UP or DOWN.

VOLUME : press the VOLUME button, it sprays haze directly. Press it again , it will stop working. 

Manual : press the button MANUAL , the haze will emit, hold pressing and the haze will emit continuously. Release it stop working.

Fan Speed 1-10 : press the button FUNCTION, till it shows Fan Speed Set 1-10 ,you can set the fan speed from 1 to 10 by the Button UP or DOWN.

Notice ………………………………………………………■
1. This haze machine should be used in dry and well-ventilated place . Please avoid any water or rain fall in the machines, if water and rain fall in, turn off the power immediately. Keep far away from children, fire, explosive and flammable things, and avoid scalding.

2. In the first time use, some water spray out is normal.

3. When the haze oil is used up, you should add haze oil in time. If the machine work without haze oil, the pump and other parts will get damaged. When adding oil, remember to turn off the power, and carefully avoid spilling over to cause short cut.

4. The haze machine should work under professional worker’s supper vision, please do not add flammable liquids, gas or perfume into the fluid tank.

Technical parameters ……………………………………■
Voltage : AC110V-220V  50/60Hz

Power : 660W

Limiting insurance: 250V/5A

Oil capacity: 3.2 liters

Control mode: LCD , DMX512 and wireless remote control.

Weight: 28kg

Size: 53*41*43c
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